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Fire Evacuation Key

Exlsu?‘g woll to achieve min 60 minute fire roting (sultoblltg of wall to be confirmed on site by Pure
Gym Moin Controctor glozing to be firelined to achieve FRE!
New wall to achieve min of 60min fire roting

Protected oreas: walls, floors, ceflings ond doors to ochieve 30minute fire resistont construction.

Protected oreos: walls, floors, ceflings ond doors to ochieve 60 minute fire resfstant construction.

Torget occuponcy. Not to be used for MEE specificotion occuponcy

Fire Escope Route

Minimum Cleor Widths

Exit No.

Shored Escope Route

1o [P XV ARE VY

Escope Route Wigths:
In line yith Sections 3,21 & 3.22 of ‘Approved Document Port B, Volume 2 - bufldings other thon dpelling houses’ - the adjocent colculations provide
justification for the cleor opening Widths for escope from coch floor leyel/ room i occordance with Table 4 & Appendix C. spacificalions,

Ground Figor
Exft 1 Cleor Opening Width = 1454mm (Lorgest Opening discounted)
Exit 2 Clear Opening idth = 1050m (ollops 220 Persons)

Totol Aggregote Widih for Floor (Less Lorgest Dponhg Width of 1479mm from Exit B) = 220mm
Ground Froor Tot Estimeted Gecupancy Capoeity = 320 Persons

Exit 2 proyides o min, width of 1050mm and pould olloy o max, No, of 220 persons to escape, hich is in line yith the totol eslimated occuponcy
capocity ond is therefore thought to meet With the Approved Document Port B.

Eire Alorm.
Fire Alorm designed ond instolled to BS 5839, Smoke & heot detection / emergency lighting by specialist, Pieose refer lo Mg engineer's droyings /

Escope Lighting
Emergency escope lighted designed and instolled in occordonce With BS 5266: Port f. Pleose refer to M&E Engineer’s droyings for final loyout and
specificotion

Smoke Extroct Systam ta be designed ond instoled In oceordance Wih BS. 7348 Port 3, Pleose rafer to M&E Engineer's drapings for finol loyout ond
specificolion.

-——n
|
I SINGLE DOOR TO BE LOCKED TO
MAINTAIN COMPARTMENT AND
: OMITTED FROM FE STRATEGY
O*S
|
I ESCAPE FROM
E')'(?IE SECOND FLOOR

Rev :Date
PROJECT TITLE
Stowmarket
Gipping Way, Stowmarket, IP14 1RA

DRAWN / CHECKED

NOTE:

Proposals must comply with all
acoustic, fire & building regulation
requirements

e No dimensions are to be scaled from
this drawing. The contractor is
responsible for checking all
dimensions on site

Description Drawn/ Checked

DRAWING TITLE

Fire Evacuation Plan
Ground Floor Plan

DATE SCALE JOB No DRAWING No

SS/CD 16.03.2021 1:100 @ A1 003 - FEP

DRAWING PURPOSE

TENDER

Rev

Pure Gym Ltd
Town Centre House
The Merrion Centre
Leeds

LS2 8LY

e: architecture@puregym.com
t: 0113 285 8787
W: Www.puregym.com

PUREGYM


AutoCAD SHX Text
/			

AutoCAD SHX Text
Flex

AutoCAD SHX Text
140.2 ft²

AutoCAD SHX Text
13.0 m²

AutoCAD SHX Text
140.2

AutoCAD SHX Text
13.0

AutoCAD SHX Text
FIRE EXIT

AutoCAD SHX Text
ESCAPE FROM SECOND FLOOR

AutoCAD SHX Text
SINGLE DOOR TO BE LOCKED TO MAINTAIN COMPARTMENT AND OMITTED FROM FE STRATEGY

AutoCAD SHX Text
Fire Evacuation Key

AutoCAD SHX Text
Target occupancy. Not to be used for M&E specification occupancy

AutoCAD SHX Text
Protected areas: walls, floors, ceilings and doors to achieve 30minute fire resistant construction.

AutoCAD SHX Text
Protected areas: walls, floors, ceilings and doors to achieve 60 minute fire resistant construction.

AutoCAD SHX Text
Fire Alarm Fire Alarm designed and installed to BS 5839. Smoke & heat detection / emergency lighting by specialist. Please refer to M&E engineer's drawings / specifications. Escape Lighting Emergency escape lighted designed and installed in accordance with BS 5266: Part 1. Please refer to M&E Engineer's drawings for final layout and specification. Smoke Extract System to be designed and installed in accordance with BS 7346: Part 8. Please refer to M&E Engineer's drawings for final layout and specification.  

AutoCAD SHX Text
Shared Escape Route

AutoCAD SHX Text
Existing wall to achieve min 60 minute fire rating (suitability of wall to be confirmed on site by Pure Gym Main Contractor glazing to be firelined to achieve FR60

AutoCAD SHX Text
Minimum Clear Widths

AutoCAD SHX Text
Fire Escape Route

AutoCAD SHX Text
Exit No.

AutoCAD SHX Text
New wall to achieve min of 60min fire rating 

AutoCAD SHX Text
Escape Route Widths: In line with Sections 3.21 & 3.22 of 'Approved Document Part B, Volume 2 - buildings other than dwelling houses' - the adjacent calculations provide justification for the clear opening widths for escape from each floor level/ room in accordance with Table 4 & Appendix C. Ground Floor Exit 1 Clear Opening Width = 1454mm (Largest Opening discounted) Exit 2 Clear Opening Width = 1050m (allows 220 Persons) Total Aggregate Width for Floor (Less Largest Opening Width of 1479mm from Exit B)  = 220mm Ground Floor Total Estimated Occupancy Capacity = 220 Persons Exit 2 provides a min. width of 1050mm and would allow a max. No. of 220 persons to escape, which is in line with the total estimated occupancy capacity and is therefore thought to meet with the Approved Document Part B.

AutoCAD SHX Text
Break Room

AutoCAD SHX Text
SH 1

AutoCAD SHX Text
Store

AutoCAD SHX Text
Cleaners

AutoCAD SHX Text
SH 2

AutoCAD SHX Text
Functional

AutoCAD SHX Text
Studio

AutoCAD SHX Text
FreeWeights

AutoCAD SHX Text
Gym Floor GF

AutoCAD SHX Text
Plant Room

AutoCAD SHX Text
SH 3

AutoCAD SHX Text
WC 1

AutoCAD SHX Text
WC 2

AutoCAD SHX Text
WC 3

AutoCAD SHX Text
Entrance Lobby

AutoCAD SHX Text
Server

AutoCAD SHX Text
Comb Acc WC/SH

AutoCAD SHX Text
M.J. bwk

AutoCAD SHX Text
GAS

AutoCAD SHX Text
DOOR_INT-910 Opening (826 leaf)

AutoCAD SHX Text
BYLAYER

AutoCAD SHX Text
19.8 sqft

AutoCAD SHX Text
Sanitary_Shower

AutoCAD SHX Text
1

AutoCAD SHX Text
####

AutoCAD SHX Text
DOOR_INT-810 Opening (726 leaf)

AutoCAD SHX Text
BYLAYER

AutoCAD SHX Text
19.8 sqft

AutoCAD SHX Text
Sanitary_Shower

AutoCAD SHX Text
1

AutoCAD SHX Text
####

AutoCAD SHX Text
DOOR_INT-810 Opening (726 leaf)

AutoCAD SHX Text
BYLAYER

AutoCAD SHX Text
19.8 sqft

AutoCAD SHX Text
Sanitary_Shower

AutoCAD SHX Text
1

AutoCAD SHX Text
####

AutoCAD SHX Text
DOOR_INT-810 Opening (726 leaf)

AutoCAD SHX Text
Local  Marketing

AutoCAD SHX Text
Cleaning supplies

AutoCAD SHX Text
PPM Cabinet

AutoCAD SHX Text
DOOR_INT-810 Opening (726 leaf)

AutoCAD SHX Text
DOOR_INT-810 Opening (726 leaf)

AutoCAD SHX Text
DOOR_INT-810 Opening (726 leaf)

AutoCAD SHX Text
Vend Stock

AutoCAD SHX Text
Vend Stock

AutoCAD SHX Text
Vend Stock

AutoCAD SHX Text
DOOR_INT-1010 Opening (926 leaf)

AutoCAD SHX Text
PG Scobie MM4

AutoCAD SHX Text
Lucozade Bev Media

AutoCAD SHX Text
FRONT

AutoCAD SHX Text
Filing Cabinet

AutoCAD SHX Text
Xref .\011-KL.dwg

AutoCAD SHX Text
8.8m

AutoCAD SHX Text
27m Total

AutoCAD SHX Text
13m

AutoCAD SHX Text
34.4m Total

AutoCAD SHX Text
34.4m Total

AutoCAD SHX Text
3.5m

AutoCAD SHX Text
11.3m Total

AutoCAD SHX Text
32.5m Total

AutoCAD SHX Text
32m Total

AutoCAD SHX Text
9.7m

AutoCAD SHX Text
20.5m Total

AutoCAD SHX Text
35.6m Total

AutoCAD SHX Text
4m

AutoCAD SHX Text
23.7m Total

AutoCAD SHX Text
38m Total

AutoCAD SHX Text
38m Total

AutoCAD SHX Text
10.2m

AutoCAD SHX Text
26m Total

AutoCAD SHX Text
Existing Fire gantry to be used and cleared of obstructions to maintain 850mm clear

AutoCAD SHX Text
Door to be widened to allow 850mm clear opening

AutoCAD SHX Text
Existing Fire gantry to be used and cleared of obstructions to maintain 1050mm clear

AutoCAD SHX Text
Door to be widened to allow 850mm clear opening

AutoCAD SHX Text
New door to allow 850mm clear opening swing not to obstruct path

AutoCAD SHX Text
At convergence of two escape routes minimum  1050 clear to be maintained

AutoCAD SHX Text
6m

AutoCAD SHX Text
6.1m

AutoCAD SHX Text
10.2m

AutoCAD SHX Text
NOTE: Proposals must comply with all acoustic, fire & building regulation requirements No dimensions are to be scaled from this drawing. The contractor is responsible for checking all dimensions on site


	Sheets and Views
	0487-003-FEP-003-FEP


